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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Superior   

TAG  SUPERIOR        

STENCIL  SUP       

GRADE ID  S (Mark on the Board)  

NOTES !  Long and wide clear face cuttings        
 !  High yield for users requiring multiple rips and chops      
 !  Compares to NHLA PCA Superior     

MINIMUM YIELD  !  Best face: Minimum 83 1/3% clear face cuttings       
 !  Minimum cutting sizes: 4" x 3' or 3" x 6' 
 !  Reverse face: Not grading below CABINET grade      
 !  (66 2/3% yield minimum clear 4" x 2' or 3" x 3' c uttings)  

MINIMUM LENGTH  6' and longer        

MINIMUM WIDTH  4" and wider. (No more than 5% of pieces will fall below minimum width.) 

COLOR  Heartwood and sapwood can be distributed within bot h faces of the grading area.  

WANE !  Best face: Maximum wane 1/12 of surface area  
 !  Reverse face: Not to exceed 1/3 in width by 1/2 t he length in the aggregate;    
   may be divided and show on both edges        
 !  Wane: Typically less than 1/4" x 2' on one or bot h edges of either face  

OTHER SPECS !  Pith: Maximum acceptable is pith in inches equal to twice the surface measure in feet  
 !  Splits: Maximum acceptable is twice surface measu re in inches     
 !  Crook: Minimal side bend of 5/8" or less is accep table      
 !  Taper: Not to exceed 1/4" from end to end       
 !  PKND (Pin Knot No Defect) 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Superior 1 Face    
       
TAG  SUP-1F         

STENCIL  SUP/1F       

GRADE ID  O  

NOTES !  High yield to long and wide one face cuttings      
 !  Compares to NHLA Western Select and Better grade (Best face) 

MINIMUM YIELD  !  Best face: Minimum 83 1/3% clear face cuttings      
 !  Minimum cutting sizes: 4" x 3' or 3" x 6'    
 !  Reverse face: Frame grade or better 

MINIMUM LENGTH  6' and longer        

MINIMUM WIDTH   4" and wider. (No more than 5% of pieces will fal l below minimum width.) 

COLOR   Stain on the back face is acceptable. Heartwood and sapwood can be  
 distributed within both faces of the cutting areas .

WANE !  Best face: Maximum wane 1/12 of surface area    
 !  Reverse face: Not to exceed 1/3 in width by 1/2 t he length in the aggregate;  
   may be divided and show on both edges  
 !  Wane is typically less than 1/4" x 2' on one or b oth edges of either face  

OTHER SPECS !  Pith: No restrictions    
 !  Splits: Maximum acceptable is twice the surface m easure in inches  
 !  Crook: Minimal side bend of 5/8" or less is accep table     
 !  Taper: Not to exceed 1/4" from end to end       
 !  PKND: (Pin Knot No Defect) 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Cabinet   

TAG  CAB

STENCIL  CAB

GRADE ID  d

GRADE NOTES !  Designed to yield clear 2-face cuttings (no sound  back cuttings admitted) 
!  Generally each piece will contain 3 to 4 clear fa ce cuttings 
!  Used in cabinet doors, case goods, panels and mil lwork

MINIMUM YIELD  ! Best face: Minimum 66 2/3% clear 2-face cuttings  
! Reverse face: Minimum 66 2/3 %  
!  Minimum cutting sizes: 4" x 2' or 3"x 3'

MINIMUM  LENGTH  6' and longer

MINIMUM  WIDTH  4" and wider. (No more than 5% of pieces will fal l below minimum width)

COLOR !  Heartwood and sapwood can be distributed within b oth faces of the  
 grading area 
!  All stain graded into #1 stain

WANE  No restrictions (use good lumber sense)

OTHER SPECS !  Pith: No restrictions outside of cutting area 
!  Splits: No restriction within reason (use good lu mber sense) 
!  Crook/bow: Minimal to moderate bend, twist, or wa rp allowed 
!  PKND (Pin Knot No Defect)
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Custom Cabinet  

TAG  CUST-CAB

STENCIL  CST/CAB

GRADE ID  C
NOTES !   Designed to yield clear 1- face or 2- face cuttin gs (sound back cuttings admitted). 
 !  Generally, each piece will contain 3 to 4 clear f ace cuttings. 
 !  Used in cabinet doors, case goods, panels and mil lwork. 

MINIMUM YIELD  !   Best face: Minimum 66 2/3% clear face cuttings (s ound backs are admitted)
 !  Reverse face: Minimum 66 2/3% (CAB cuttings)
 !  Minimum cutting sizes: 4" x 2' or 3" x 3' 

MINIMUM LENGTH   6' and longer 

MINIMUM WIDTH   4" and wider. (No more than 5% of pieces will fall below minimum width.) 

COLOR  !  Heartwood and sapwood can be distributed within b oth faces of the grading area  
!  All other stain graded into #1 stain 

WANE !   No restrictions; use good lumber sense (typical n ot more than 1/4" x 3').

OTHER SPECS !  Pith: Not admitted in sound back cutting 
 !  Splits: No restriction within reason: Use good lu mber sense  
 !  Crook/bow: Minimal to moderate bend, twist, or wa rp allowed  
 !  PKND (Pin Knot No Defect) 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Custom  

TAG     CUST

STENCIL     CST

GRADE ID     C

GRADE NOTES   ! Designed to yield clear 1-face (sound back cutting s) 
! Grade generally will yield 3 or 4 clear face/sound  back cuttings 
! Used in cabinet doors, case goods, panels and mill work

MINIMUM YIELD    ! Best face: Minimum 66 2/3% clear face cuttings (so und backs are admitted) 
!"Reverse face: Minimum 66 2/3 % (sound back cuttings ) 
! Minimum cutting sizes: 4" x 2' or 3" x 3'

MINIMUM LENGTH      6' and longer

MINIMUM WIDTH     4" and wider. (No more than 5% of pieces will fall  below minimum width.) 

COLOR   ! Heartwood and sapwood can be distributed within bo th faces of the  
  grading area 
! All other stain graded into #1 stain

WANE     No restrictions (use good lumber sense)

OTHER SPECS   ! Pith: Not admitted in sound back cutting 
! Splits: No restriction within reason (use good lum ber sense) 
! Crook/bow: Minimal to moderate bend, twist, or war p allowed 
! PKND (Pin Knot No Defect)
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Com Shop 

TAG  COM SHOP

STENCIL  COM

GRADE ID  Z 

NOTES ! Used in cabinet doors, case goods, panels and mill work  
 ! Compares to NHLA Western #2 Shop grade 

MINIMUM YIELD  !  Best face: Minimum 50% clear cuttings (sound back s admitted)
 ! Minimum cutting sizes: 3" x 2'

MINIMUM LENGTH   6' and longer  

MINIMUM WIDTH   4" and wider. (No more than 5% of pieces will fal l below minimum width.) 

COLOR  !  Minimal color (sap stain, sticker stain) allowed outside the cuttings 
 !  Heartwood and sapwood variations are acceptable 
 ! All other stain graded into Standard Frame; depend ing on severity 

WANE  No restrictions; use good lumber sense 

OTHER SPECS ! Pith: No restriction, grader discretion   
 ! Splits: No restriction, grader discretion 
 ! Straightness: No restriction, grader discretion 
 ! PKND (Pin Knot No Defect) 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Premium Frame    

TAG  PRE FRAME

STENCIL  PF

GRADE ID  >
NOTES !   Used for rustic and distressed furniture, mouldin gs, cabinets and doors 
 !  Cut from the heartwood (juvenile defects)
 !   Structural and appearance grade with scattered so und and unsound defects   

MINIMUM YIELD  !   80% yield to structurally sound knots typically u nder 1 1/4" diameter  
 !  Unsound defects greater than 1" are limited    
 !  Will allow structurally sound knots up to 2" in d iameter 
 !  Cuttings; Intended for length rips or full width chops 

MINIMUM LENGTH   6' and longer 

MINIMUM WIDTH     4" and wider: Less than 4" to be pulled into Rusti c Narrow grade. (No more than  
 5% of pieces will fall below minimum width.) 

COLOR  Sticker stain is not acceptable in the grade.

WANE  1/4" x 3' in the aggregate      
OTHER SPECS !   Pith: Twice the surface measure in inches is acce ptable in the back side of the board 

 !   Splits: Twice the surface measure in inches  

 !   Crook/bow: 5/8" maximum crook - minimal bow (use good lumber sense) 

 !   Bark streaks: Maximum allowance is twice the surf ace measure in inches 

!  Miss in light only concentrations only  

 !  Shake: Minimal surface shake allowed on back side  only 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Standard Frame    

TAG  STD FRAME

STENCIL  F

GRADE ID  V

 NOTES !   Allows larger defects than Premium Frame for cabi nets and upholstered furniture  
 !   Structural and appearance grade with scattered so und and unsound defects   

MINIMUM YIELD  !  66 2/3% yield to structurally sound cuttings 
 !  Minimum cutting sizes: 4" x 2' 

MINIMUM LENGTH   6' and longer         
MINIMUM WIDTH   4" and wider. Less than 4" to be pulled into Rusti c Narrow or outs. (No more than 5% of   
  pieces will fall below minimum width.) 

COLOR  Allows moderate stain        
WANE  No restriction as long as cutting yields are met     

OTHER SPECS !  Pith: No restriction, grader discretion   
 !   Splits: Allowed if not to affect the minimum yiel d and structural integrity of the piece  
 !  Crook/bow: Moderate allowance, grader discretion  
 !  Miss and shake: Accepts moderate to heavy miss an d light shake 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Economy  

TAG  ECONO

STENCIL  ECO

GRADE ID  +
NOTES !   Structural and appearance grade with scattered so und and unsound defects 
 !  Admits greater amount of unsound defects than Sta ndard Frame.  
 !   Cuttings will admit sound knots, bird pecks, stai n, streaks or their equivalent as  

 described in “Sound Cuttings.” Star checked and sp lit knots, not materially impairing  
 the strength of a cutting shall be admitted  

MINIMUM YIELD  !  33 1/3% Sound Cuttings  
 !  Minimum cutting size: 3" x 2'       
MINIMUM LENGTH   6' and longer

MINIMUM WIDTH   3" and wider

COLOR  No restrictions        
WANE  No restrictions, as long as yield is met 

OTHER SPECS !  Pith: No restrictions   
 !  Splits: No restrictions 
 !  Straightness: No restrictions 
 !  PKND (Pin Knot No Defect)
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Prime Strip   

TAG  PRIME/ST

STENCIL  P/ST  
GRADE ID  S
NOTES ! Select and Better yield - narrow sort to width pul l 

MINIMUM YIELD  ! Best face: Minimum 83 1/3% clear cuttings  
 !"Reverse face: Not below CAB yield (66 2/3%) 
 ! Minimum cutting size: 3" x 3'

MINIMUM LENGTH   6' and longer  
MINIMUM WIDTH   3 1/2" to 4" - sorted to width  
COLOR   Same as Select and Better rules. All stain issues a re graded into SEL and BTR    

 stain, or #1 stain 

WANE  Use good lumber sense (typical not more than 1/2" x  1').

OTHER SPECS ! Pith: Not admitted  
 ! Splits: Less than 1'  
 ! Crook: Minimal - 1/4" side bend is acceptable  
 ! Taper: Not to exceed 1/4"  
 ! PKND (Pin Knot No Defect) 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Custom Jacket Board   

TAG   CJB

GRADE ID   S

GRADE NOTES   Superior, narrow sort to width pull

MINIMUM  YIELD !  Best face: Minimum 83 1/3% clear cuttings 
!  Reverse face: Not below CAB yield 
!  Minimum cutting sizes: 4" x 2' or 3" x 3'

MINIMUM LENGTH    6' and longer

MINIMUM WIDTH    4" to 4 1/2" – sorted to width

COLOR !  Same as Select & Better rules 
!  All stain issues are graded into Superior stain.

WANE   Use good lumber sense (typical not more than 1/2 " x 1')

OTHER SPECS !  Pith: Length is equal to surface measure in inche s 
!  Splits: less than 1' 
!  Crook: Minimal – 1/2" side bend is acceptable 
!  Taper: No to exceed 1/4" 
!  PKND (Pin Knot No Defect)
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

#1 Jacket Board     

TAG  #1 JB

GRADE ID  C

GRADE NOTES ! Designed to yield clear 1-face or 2-face cuttings (sound back cuttings admitted) 
! Generally each piece will contain 3 to 4 clear fac e cuttings 
! Used in cabinet doors, case goods, panels and mill work

MINIMUM YIELD  ! Best face: Minimum 66 2/3% clear face cuttings (so und backs are admitted) 
!"Reverse face: Minimum 66 2/3% 
! Minimum cutting sizes: 4" x 2' or 3" x 3' 
! Grade generally will yield 3 or 4 clear face cutti ngs

MINIMUM LENGTH   6' and longer

MINIMUM WIDTH   3 1/4" to 4 1/4". (No more than 5% of pieces will  fall below minimum width.) 

COLOR ! Heartwood and sapwood can be distributed within bo th faces of the grading area. 
! All other stain graded into #1 stain.

WANE  No restrictions; use good lumber sense – typical not more than 1/4" x 3'

OTHER SPECS ! Pith: Not admitted in sound back cutting 
! Splits: No restriction within reason – use good lu mber sense 
! Crook/bow: Minimal to moderate bend, twist, or war p allowed 
! PKND (Pin Knot No Defect)
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Jacket Board  

TAG  JB

STENCIL  JB

GRADE ID  Z

NOTES !  Cut from the outside JACKET of the log 
 !  Narrow widths and often contain larger amounts of  wane 
 !   Designed for rip and cut to length staves for cab inets, panels and case goods   

MINIMUM YIELD  !  50% clear 2- face cuttings 
 !  Minimum cutting sizes: 2" x 2'  

MINIMUM LENGTH   6' and longer  

MINIMUM WIDTH  3 1/2" to 4 1/4" sorted to width. (No more than 5% of pieces will fall below minimum width.) 

ºCOLOR  !   Minimal color (sap stain, sticker stain) allowed outside the cuttings 
 !   Heartwood and sapwood variations are acceptable 
 !  All other stain graded into Economy 

WANE !   No restrictions provided yield requirements are m et (typical 1" x 2').   

OTHER SPECS !  Pith: No restriction  
 !  Splits: No restriction 
 !  Crook/bow: Moderate side bend, twist, or warp all owed (3/8")     
 !  Taper: Slight taper is permitted 
 !  PKND (Pin Knot No Defect)
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Rustic Narrow  

TAG  Rustic N

STENCIL  RN

GRADE ID  V

NOTES  Grade is designed to offer the end user a product which is suitable for ripping or  
  chopping to obtain a “knotty/rustic” appearance. Suitable for doors, cabinets,  
  mouldings and custom millwork        
MINIMUM YIELD  !   Best face cutting yield not less than 83 1/3% of the surface measure. Knots on  

 the reverse side can be large and unsound, but may  not interfere with the structural  
 integrity of the piece or the best face appearance     

 !  Minimum cutting sizes: Full available width x 2'   
 !   Cuttings will admit sound knots, bird pecks, ligh t stain, streaks or their equivalent as  

 described in “Sound Cuttings.” Small checked and s plit knots, not materially impairing  
 the sound, rustic appearance and strength of a cut ting shall be admitted. Holes are  
 not considered a defect on an otherwise exceptiona lly good appearance board, although  
 knots must be predominately sound and graded for a ppearance on the best face

MINIMUM LENGTH   6' and longer 

MINIMUM WIDTH   3 1/2" to 4 1/4".  (No more than 5% of pieces will fall below minimum width.) 

COLOR  Stain is unlimited on the back        
WANE  1/12 of surface area or wane limit 3/4" x 2'  

OTHER SPECS !  Pith: Allowed up to 1/2 the length of the board      
 !   Splits: Minimal (up to 6") and will not be consid ered part of the yield 
 !  Crook: Limited to 1/4" 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

5/4 x 4, #3 and Better 
TAG  #3 better

GRADE ID  7

GRADE NOTES ! Structural and appearance graded, with scattered s ound and unsound defects,  
 primarily coming from heart wood of the tree. 
!  Admits greater amount of unsound defects than sta ndard frame. 
!  Cuttings will admit sound knots, bird peck, stain , mineral streaks, checking  
 and split knots, if not materially impairing the s trength of the cutting.

MINIMUM YIELD  !  33 1/3% sound cuttings 
!  Min. cutting size 3" x 2'

MINIMUM LENGTH   6' 

MINIMUM WIDTH   3 1/2" to 4"  

COLOR  No restrictions

WANE  No restrictions, as long as yield is met

OTHER SPECS !  Pith: no restrictions 
!  Splits: no restrictions 
!  Straightness: no restrictions
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Moulding  

TAG  MOULDING

GRADE ID  P

GRADE NOTES  Higher yields than superior in full length rips 

MINIMUM YIELD  !  66 2/3% usable fiber, in usable moulding rips, 1"  wide 
!  1 1/2" unsound defect in the reverse face of each  1" rip

MINIMUM LENGTH   6' and longer

MINIMUM WIDTH   4" and wider

COLOR  Color admitted outside cutting area, so as to not  impair the yield of the product

WANE  No limit as long as yield of full-length rips is met

SPLITS  Are allowable up to twice the length in surface m easure

SIDE BEND  Side bend typically will not exceed 5/8" (good lu mber sense is to be used)

OTHER SPECS !  Any twist will not be admitted if in the excess o f 1/2" deflection 
!  Bow cannot exceed 3/4" deflection 
!  Moulding stock is suitable for ripping into strip s 1' and wider, 8' and longer 
!  At least 2/3 of the area contains such rips of th e grade permissible in  
   standard moulding  
!  The grade of each rip is determined from the poor est face
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

P-99 Fingerjoint  

TAG P99

GRADE ID |

GRADE NOTES Each piece in this grad contains 50% or more of th e area in cuttings 2 1/2" x 9"  
or larger. This product is intended for finger join ted moulding and other  
millwork applications.

MINIMUM YIELD  50% using 2 1/2" x 9" minimum size cuttings

MINIMUM LENGTH  6' and longer

MINIMUM WIDTH  4" and wider

COLOR Accepted outside of the cutting area

WANE No limit as long as cutting yields are met

SPLITS Allowed if not to affect the minimum yield and str uctural integrity of the piece

SIDE BEND Side bend will typically be less than 5/8" 
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Shop Outs  
TAG SHOP OUTS

GRADE ID 

GRADE NOTES This grade allows for all boards not meeting p99 s pecifications in WWPA rules,  
and more unsound defects than standard frame.

MINIMUM YIELD  33 1/2% sound cuttings in 3" x 2' cuttings

MINIMUM LENGTH  6' and longer

MINIMUM WIDTH  3" and wider

COLOR No limit

WANE No limit as long as cutting yields are met.

SPLITS Allowed if not to affect the minimum yield.

SIDE BEND No restrictions
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

 KD/HT Lineal Pallet Stock 

DECK BOARD  1x4 = 15/16" S2S x 3-5/8"  
DIMENSION   1x6 = 15/16" S2S x 5-5/8"

GRADE ID |

TOLERANCE  1/32" in thickness and 1/8" in width 

LENGTHS  6' to 12'

YIELD   66 2/3% or better yield ( 4' of 6') ( 5 3' of 8') ( 6 6' of 8') (8' of 10')

WANE RULE   Not more than 25% maximum (can be divided and show  on both edges) and not  
 to exceed more than 2/3 the thickness in the usabl e cuttings 

KNOTS   Maximum knot size allowable is up to 50% of the wid th for a sound knot and up to  
25% of the width for an unsound knot     

SPLITS   Are allowable up to 1/3 the length of the piece, bu t shall remain outside the  
cutting area (Cutting area is the 66 2/3% to make g rade)    

ROT  Not admitted          
COLOR  No restrictions         

OTHER SPECS !  Crook/bow: Moderate allowance - 3/8"    
 !  Miss and shake: Accepts moderate miss and light s hake  
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Good alternative  to Alder, Aspen, 
Basswood and Yellow Poplar 

Lightweight  and light in color

Holds paint , stain, and enamel 
exceptionally well

Ideal  for machining, edge-gluing, 
sanding, boring and turning

Hypo-allergenic  – use in saunas

FSC Pure  

Available  kiln, air-dried, heat  
treated or green

Plantation-grown  and manufactured 
in the Pacific Northwest

Definitions        

Bark pocket  A bark filled blemish in the board 

Bird peck   A patch of distorted grain resulted from birds peck ing through the growing  
cells of the tree; resulting in a hole and/or ingro wn bark 

Burl  A swirl or twist in the grain 

Mineral streak   An olive to green - black or brown discoloration of  undetermined cause  
in hardwood 

Pith  The small core occurring in the center of the log  

Sapwood   The living wood of pale color near the outside of t he log 

Heartwood   The wood extending from the pith to the sapwood, th e cells of which no longer 
participate in the life process of the tree  

Shake A separation along the grain, between the growth ri ngs 

Side bend/crook  A deviation from a straight line from end to end of  the board 

Split A lengthwise separation of the wood 

Stain  Initial evidence of decay in hardwoods 

Wane  Bark or lack of wood 

Warp Any variation from a true plane surface 

Pin knot    Knot or equivalent, not exceeding 1/4" in their gr eatest dimension. Sound or unsound 
centers not over 1/8" are admitted into cuttings. P in Knots are No Defect (PKND)

Cutting  A portion of a board obtained by cross cutting, rip ping, or by both 

Sound cutting    A cutting free from rot, pith, shake, or wane. It will admit sound knots, bird peck, stain, 
streaks or their equivalent, season checks not impa iring the strength of the cutting, 
shot and spot worm holes. Other defects are as foll ows: One 1/4" defect in each cutting 
of less than 12 units, two 1/4" or one 1/2" defect in to each 12 units + and only on one 
side of the board  

Clear 1 face cutting  A cutting having one clear face with the reverse si de sound 

Clear 2 face cutting  A cutting clear of defects on both sides 

Surface measure Width in inches and fractions times length in feet divided by 12 (All fractions  
 of the even foot in length are dropped off)
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